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Aperçu des connecteurs de données avec adaptateur Attema correspondant.    10/02/2023               
 
 
Type de connecteur 
 

 
Adaptateur 

 (L = avec fenêtre) 

 
Avaya, CommScope SYSTIMAX PowerSUM HDM, cat. 5e 
Avaya, CommScope SYSTIMAX GigaSPEED HDM, cat. 6 
 
CommScope Uniprise, unshielded Cat.5e UNJ500 U/UTP 
CommScope Uniprise, shielded Cat.5e FTP-J5E F/UTP 
CommScope Uniprise, unshielded Cat.6 UNJ600 U/UTP 
CommScope Uniprise, shielded Cat.6 FTP-J6 F/UTP 
CommScope Uniprise, shielded Cat.6A FTP-J6A F/UTP 
 

 
A     AT1972 

 
AL   AT1973 

 
AMP / TYCO Netconnect unshielded cat. 5e + Cat.6: Standard 110Connect jacks, SL serie 110Connect jacks 
en SL serie Toolless jacks. 
AMP / TYCO Netconnect cat. 5e shielded: part nr. 1116515-1, 1339015-1, 1375189-1. 
AMP / TYCO Netconnect cat. 6 shielded: part nr. 1375188-1. 
AMP / TYCO Netconnect 110Connect + SL Series Multimedia Inserts 
 
Brand-Rex Gigaplus, cat. 5e, shielded/unshielded 
Brand-Rex CAT6Plus, cat. 6, shielded/unshielded 
 
CEToffice Cat.5e Modular jack RJ45 UTP (C131.000.4/C131.001.0/C131.000.3/C131.000.5) 
CEToffice Cat.6 Modular jack RJ45 UTP (C131.000.1/C131.000.2) 
CEToffice Modular jack RJ45 10G UTP (C131.001.6) 
CEToffice Cat.6A Modular jack RJ45 STP (C131.001.8) 
 
ITT Industries NS&S (Nexans) LANConnect 110 keystone, cat. 6, unshielded 
 
Legrand Keystone Cat.6 
 
Molex Premise Networks Keystone, Cat. 5e, unshielded (typenr. KSJ-00032-xx) 
Molex Premise Networks Keystone, Cat. 6, unshielded (typenr. KSJ-00033-xx) 
 
Nexans LANmark-5, unshielded, EVO Snap-in connector + blauwe keystone clip, cat. 5e (typenr. N420-550) 
Nexans LANmark-5, shielded, EVO Snap-in connector + blauwe keystone clip, cat. 5e (typenr. N420-555) 
Nexans LANmark-6, unshielded, EVO Snap-in connector + blauwe keystone clip, cat. 6 (typenr. N420-660) 
Nexans LANmark-6, shielded, EVO Snap-in connector + blauwe keystone clip, cat. 6 (typenr. N420-666) 
Nexans LANmark 10-Gig, shielded, EVO Snap-in-connector + blauwe keystone clip (typenr. N420-666G) 
Nexans LANmark-6A, shielded, EVO Snap-in-connector + blauwe keystone clip, (typenr. N420-66A) 
 
Niko connector RJ45 Cat. 5e STP, art.nr. 650-45055 
Niko connector RJ45 Cat. 6 STP, art.nr. 650-45066 
 
Solar BNG420550 connector cat. 5e, unshielded (bestelnr. 2708010) + blauwe clip (bestelnr. 2765925) 
Solar BNG420555 connector cat. 5e, shielded  (bestelnr. 2708011) + blauwe clip (bestelnr. 2765926) 
Solar S420116 C6 connector cat.6, unshielded (bestelnr. 2708012), geen extra clip noodzakelijk. 
 

 
B     AT1974 
 
BL   AT1975 

 
3M Volition RJ45 jack, cat. 5e, unshielded/shielded 
3M Volition RJ45 jack, cat. 6, unshielded/shielded 
3M Volition RJ45 jack K6A, cat.6A, shielded (straight & angled) 
3M Volition VF-45 Fibre socket 
 
CEToffice Cat.6 Modular jack RJ45 STP (C131.001.7) 
 
Corning Cat.6 unshielded Keystone Module, art.nr. CAXKSM-00100-C001 
 
Dätwyler Unilan keystone modul KU-Tool-less 1/8 Cat.5e unshielded, art. 418072 / 418073 
Dätwyler Unilan keystone modul KU-Tool-less 1/8 Cat.6 unshielded, art. 418070 / 418071 
Dätwyler Unilan keystone modul KS-Tool-less 1/8 Cat.6 shielded, art. 418053 
 
Gigamedia RJ45 Keystone jack, cat. 5e, unshielded 
 
GM Connections Keystone jack, cat. 5e , unshielded/half-shielded/shielded 
 

 
C     AT1976 
 
CL   AT1977 
 

 

 

 

 

 

 

 

 

 

 



Version 3.6 

Hubbell Xcelerator jack, cat. 5e, unshielded/shielded (HXJ5Exx/SJ5Exx) 
Hubbell Nextspeed jack, cat. 6, unshielded/shielded (HXJ6xx/SJ6xx) 
 
Krone HK-RJ45, cat. 5e, shielded/unshielded 
Krone KM8 RJ45, cat. 6, shielded/unshielded 
 
Legrand RJ45 cat 6A STP Keystone LCS2 connector (033154) 
 
Multimedia Connect (CAE-groupe): Cat.5e BC5ENB (unshielded), BC5EAN (half-sh.), BC5EFS (shielded) 
Multimedia Connect (CAE-groupe): Cat.6 BC6NB (unshielded), BC6AN (half-shielded), BC6FS (shielded) 
Multimedia Connect (CAE-groupe): Cat.6 MK6NB (unshielded), MK6AN (half-shielded), MK6FS (shielded) 
Multimedia Connect (CAE-groupe): Cat.6A MK6AFS (shielded) 
 
Nexans LANmark-7 (shielded) EVO Snap-in connector + metalen clip, cat. 7 (typenr. N420-730) 
Nexans LANmark-7A (shielded) EVO Snap-in connector + metalen clip, cat. 7A (typenr. N420-735) 
 
Niko connector RJ45 Cat. 5e UTP, art.nr. 650-45051 
Niko connector RJ45 Cat. 6 UTP, art.nr. 650-45061 
Niko connector RJ11, art.nr. 650-45013 
 
Panduit Modular jack, Keystone, cat. 5e, unshielded (KJ5E88T) 
 
Radiall Snap-in jack, cat. 5e, unshielded (R280MOD807), shielded (R280MOD809 / MOD811) 
Radiall Snap-in jack, cat. 6, unshielded (R280MOD800 / MOD803), shielded (R280MOD801 / MOD802) 
 
R&M Snap-in modules, cat. 5e shielded (R302780) / unshielded (R302518) 
R&M Snap-in modules, cat. 6, shielded (R304373) / unshielded (R304374) 
 
Schrack cat. 6a HSEMRJ6GBA  
Schrack cat. 6a HSEMRJ6UWS 
 
Siemon Max Modules Cat.5e Keystone unshielded (MX5-Kxx), F/UTP screened (MX5-KS) 
Siemon Max Modules Cat.6 Keystone unshielded (MX6-Kxx) 
Siemon Max Modules Cat.6A Keystone unshielded (10GMX-Kxx), F/UTP screened (10GMX-KS) 
 
Fibrain Premise Networking Express 5e Cross module XE100.400 (keystone) Category 5e UTP 
 

 
C     AT1976 
 
CL   AT1977 
 

 

 
Infra Plus cat. 5e shielded/unshielded 
Infra Plus cat. 6 shielded/unshielded 
Infra Plus cat. 7 
 
ELKO Slim Line Cat.6: UTP nr. 4198; STP nr. 4199 
 

 
I+      AT1979 

 

 
Lexcom 125 Modular jack RJ45 DPM, cat. 5e , shielded/unshielded 
Lexcom 250 Modular jack RJ45 DPM, cat. 6, shielded/unshielded 
 

 
L      AT1986 
LL    AT1987 

 
Panduit Mini-Jack TX-5e, cat. 5e , shielded/unshielded 
Panduit Mini-Jack TX-6, cat. 6, shielded/unshielded 
Panduit Mini-Com inzetmodules  
 

 
P     AT1988 
 
PL   AT1989 

 
R&M, Connection Modules with mounting plate: 
- Cat.5e shielded (R925370) / unshielded (R925371) 
- Cat.6, shielded (R302372) / unshielded (R302373) 
- Fiber Optic Adapter SC-RJ, Adapter E-2000TM 
 

 
RM  AT1980 

 
Wieland, BST14 

 
W    AT1978 

 
Remarques 
 
Cette liste n'est pas exhaustive. Il est tout à fait possible que les types de connecteurs qu'il comporte ne soient plus disponibles. 
Et que de nouveaux types de connecteurs font défaut. 
 
Avec les nouveaux développements, les fabricants de connecteurs s'en tiennent en principe toujours à la taille. Parce que ces 
connecteurs sont utilisés dans toutes sortes de boîtiers. 
On peut donc supposer que la combinaison de la marque du connecteur et du type d'adaptateur reste la même. 


